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S/Steel Waterwalls - 900MM  / 1200MM / 1500MM / 1800MM 
INSTALLATION

CODE DESCRIPTION SIZE (MM) ENTRY INLET/S

05AS171 AQUAEDGE Stainless Steel Waterwall - 30mm Lip 900 Bottom 1

05AS171BA AQUAEDGE Stainless Steel Waterwall - 30mm Lip 900 Back 1

05AS172 AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1200 Bottom 2

05AS172BA AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1200 Back 2

05AS173 AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1500 Bottom 2

05AS173BA AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1500 Back 2

05AS174 AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1800 Bottom 3

05AS174BA AQUAEDGE Stainless Steel Waterwall - 30mm Lip 1800 Back 3

AQUAEDGE STAINLESS STEEL 
WATERWALLS are the original and the best. 
AQUAEDGE waterwalls have the unique 
double baffle system for even and consistent 
water distribution. 

• INDIVIDUALLY TESTED

• UNIQUE COVERED LID / LIP FOR 
 SHEER DESCENT EFFECT ONLY

• PRECISION WELDS / 
 POLISHED FINISH

• 316 STAINLESS STEEL

FEATURES

Stainless Steel Waterwalls can be manufacture to specifications.

Please speak to one of our team members for more information.

TYPE AVAILABLE 316 STAINLESS STEEL

LIP SIZE 30MM (25MM WITH 5MM KICK)

HEIGHT 86MM

WIDTH 60MM

INLET BOTTOM / BACK ENTRY

INLET SIZE  32MM FEMALE PVC

SPECIFICATIONS

1. Steel Lintel 

2. Ensure Waterwall trough is 
 level when installing. 

3.  Bottom Entry fitting

4.  Pipe work 

5. Brick/limestone wall 

6. Tiles & Adhesive
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Acrylic Waterwalls - 600MM  / 900MM / 1200MM / 1500MM

INTERNAL INSTALLATION

AQUAEDGE CLEAR EDGE WATERWALLS 
will produce both sheer descent and 
projecting sheet waterwall effects and with 
the AQUAEDGE double baffle system you are 
guaranteed the most consistent smooth sheet 
of water.

• INDIVIDUALLY TESTED

• SUITABLE FOR 
 PROJECTING 
 & SHEER DESCENT 
 EFFECTS

• SUITABLE FOR 
 POND FEATURE 
 OR SWIMMING 
 POOL USE

TYPE AVAILABLE GREY ACRYLIC / CLEAR LIP 

NOZZLE/LIP SIZE 30MM

NOZZLE/LIP THICKNESS 15MM (3MM OPENING)

HEIGHT 86MM

WIDTH 70MM (80MM ON BACK ENTRY)

INLET BOTTOM / BACK ENTRY

INLET SIZE  32MM FEMALE PVC

FEATURES

SPECIFICATIONS
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CODE DESCRIPTION SIZE (MM) ENTRY INLET/S

05PW145 AQUAEDGE Acrylic Waterwall - 30mm Lip 600 Bottom 1

05PW445BA AQUAEDGE Acrylic Waterwall - 30mm Lip 600 Back 1

05PW146 AQUAEDGE Acrylic Waterwall - 30mm Lip 900 Bottom 1

05PW146BA AQUAEDGE Acrylic Waterwall - 30mm Lip 900 Back 1

05PW147 AQUAEDGE Acrylic Waterwall - 30mm Lip 1200 Bottom 2

05PW447BA AQUAEDGE Acrylic Waterwall - 30mm Lip 1200 Back 2

05PW148 AQUAEDGE Acrylic Waterwall - 30mm Lip 1500 Bottom 2

05PW148BA AQUAEDGE Acrylic Waterwall - 30mm Lip 1500 Back 2

1. Steel Lintel 

2. Ensure Waterwall trough is 
 level when installing. 

3.  Bottom Entry fitting

4.  Pipe work 

5. Brick/limestone wall 

6. Tiles & Adhesive
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TYPE AVAILABLE GREY ACRYLIC / CLEAR LIP 

NOZZLE/LIP SIZE 30MM

NOZZLE/LIP THICKNESS 15MM (3MM OPENING)

HEIGHT 86MM

WIDTH 70MM (80MM ON BACK ENTRY)

INLET BOTTOM / BACK ENTRY

INLET SIZE  32MM FEMALE PVC

SPECIFICATIONS
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Acrylic Waterwalls - 600MM  / 900MM / 1200MM / 1500MM 

EXTERNAL INSTALLATION

PROJECTING WATERWALL 
6000 Litres per hour per metre for correct 
flow at the height of the trough.

SHEER DESCENT WATERWALL 
3000 Litres per hour per metre for correct 
flow at the height of the trough.

RECOMMENDED FLOW RATE

CODE DESCRIPTION SIZE (MM) ENTRY INLET/S

05PW141 AQUAEDGE Acrylic Waterwall - 125mm Lip 600 Bottom 1

05PW4141BA AQUAEDGE Acrylic Waterwall - 125mm Lip 600 Back 1

05PW142 AQUAEDGE Acrylic Waterwall - 125mm Lip 900 Bottom 1

05PW142BA AQUAEDGE Acrylic Waterwall - 125mm Lip 900 Back 1

05PW143 AQUAEDGE Acrylic Waterwall - 125mm Lip 1200 Bottom 2

05PW143BA AQUAEDGE Acrylic Waterwall - 125mm Lip 1200 Back 2

05PW150 AQUAEDGE Acrylic Waterwall - 125mm Lip 1500 Bottom 2

05PW1450BA AQUAEDGE Acrylic Waterwall - 125mm Lip 1500 Back 2

1. Steel Lintel 

2. Ensure Waterwall trough is 
 level when installing. 

3.  Bottom Entry fitting

4.  Pipe work 

5. Brick/limestone wall 

6. Tiles & Adhesive


